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ECO BALLASTSET FS

ECO BALLAST SET FS

520501

40x3x1750 mm 40x3x1750 mm

2,20kg 2,20kg

Set ist nicht vormontiert Set is not pre-assembled

Material: Aluminium, Edelstahl Material: Aluminium, Stainless steel

Verwendbar mit: FS10-S, FS18-S, FS10-EW Usable with: FS10S-S, FS18-S, FS10-EW

Set contains: 2x Screws,
2x Metal cable straps,
2x Ballast Rail
Eco Basllastsetlange Modulmafle maximal/ Artikelnummer/
Length L Maximum module dimensions Article Number
1750 mm 1770 mm 520501
2100 mm 2120 mm 520502
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ECO BALLASTSET FS 2100 MM
ECO BALLAST SET FS 2100 MM
520502
40x3x2100 mm 40x3x2100 mm
2,7kg 2,7kg
Set ist nicht vormontiert Set is not pre-assembled
Material: Aluminium, Edelstahl Material: Aluminium, Stainless steel
Verwendbar mit: FS10-S, FS18-S, FS10-EW Usable with: FS10S-S, FS18-S, FS10-EW
Set contains: 2x Screws,
2x Metal cable straps,
2x Protection pad,
2x Ballast Rail
Eco Basllastsetlange Modulmafle maximal/ Artikelnummer/
Length L Maximum module dimensions Article Number
1750 mm 1770 mm 520501
2100 mm 2120 mm 520502
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FS-S BODENSCHIENE

FS-S BASE RAIL

1,02 kg/m 1,02 kg/m

Material: Aluminium Material: Aluminum
Lange/ Grad/ Angle

Length of inclination

1389 mm 10° 500400

1639 mm 10° 500402

1739 mm 18° 500401

1989 mm 18° 500403
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FS-S BODENSCHIENE

FS-S BASE RAIL

1,02 kg/m 1,02 kg/m

Material: Aluminium Material: Aluminum
Lange/ Grad/ Angle

Length of inclination

1389 mm 10° 500400

1639 mm 10° 500402

1739 mm 18° 500401

1989 mm 18° 500403
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BODENSCHIENE FS10-EW 2260 MM

BASE RAIL FS10-EW 2260 MM

500500

2260x101x22 mm 2260x101x22 mm
1,66 kg 1,66 kg

Schienenldnge: 2.260,0 mm
Material: Aluminium
Zertifizierung: -

Modulausrichtung: Horizontal (landscape)

Rail length: 2.260,0 mm
Material: Aluminum
Certification: -

Module orientation: Horizontal (landscape)
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AUFLAGER FIRST 10°
RIDGE SUPPORT 10°

500421

217x95x95 mm

0,342 kg

Material: Aluminium
Zertifizierung: TUV ID: 1111212485
Neigungswinkel: 10 °

Modulausrichtung: Horizontal (landscape)

217x95x95 mm

0,342 kg

Material: Aluminum

Certification: TUV ID: 1111212485
Angle of inclination: 10 °

Module orientation: Horizontal (landscape)
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BAUTENSCHUTZMATTE 110X95X20MM ALU KASCHIERT
ROOF PROTECTION PAD 110X95X20MM ALU COATED

500411

110x95x20 mm 110x95x20 mm

0,133 kg 0,133 kg

Material: PUR-Gummigranulat Material: Rubber granulate
Zertifizierung: TUV ID: 1111212485 Certification: TUV ID: 1111212485
Materialstarke: 20,0 mm Material thickness: 20,0 mm

Verwendbar mit: F510/18-S Usable with: FS10/18-S Schienenverbinder
Schienenverbinder

Dacheindeckung: Folienabdichtung Roof decking: Foil sealing
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BAUTENSCHUTZMATTE 1000X100X11 MM FUR BODENSCHIENE
ROOF PROTECTION PAD 1000X100X11 MM FOR BASE RAIL

500412

1000x100x11 mm 1000x100x11 mm
0,063 kg 0,063 kg

Material: PE Material: PE

Materialstarke: 11,0 mm
Verwendbar mit: FS10-S/FS18-S Boden-
schiene

Dacheindeckung: Bitumindse Abdichtung;
Folienabdichtung

Material thickness: 11,0 mm
Usable with: FS10-S/FS18-S Base rail

Roof decking: Bituminous sealing; Foil sea-
ling
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BAUTENSCHUTZMATTE 110X95X20MM STANDARD
ROOF PROTECTION PAD 110X95X20MM STANDARD

500410
110x95x20 mm 110x95x20 mm
0,134 kg 0,134 kg

Material: PUR-Gummigranulat
Zertifizierung: TUV ID: 1111212485
Materialstarke: 20,0 mm

Verwendbar mit: F510/18-S
Schienenverbinder

Dacheindeckung: Bitumindse Abdichtung

Material: Rubber granulate

Certification: TUV ID: 1111212485
Material thickness: 20,0 mm

Usable with: FS10/18-S Schienenverbinder

Roof decking: Bituminous sealing

Renusol Europe GmbH | PiccoloministraRe 2 | 51063 Cologne | Phone: +49 221 788 707 0 | +49 221 788 707 99 | info@renusol.com

Sales Department | Phone: +49 221 788 707 19 | Fax: +49 221 788 707 97 | sales-support@renusol.com
Application Technicians | Phone: +49 221 788 707 29 | Fax: +49 221 788 707 98 | technical-support@renusol.com




<

-

Renusol

Europe GmbH

FS10-EW AUFLAGER FIRST 10°
FS10-EW RIDGE SUPPORT 10°

500520

0,421 kg 0,421 kg

Material: Aluminium Material: Aluminum
Zertifizierung: - Certification: -

Neigungswinkel: 10 °

Modulausrichtung: Horizontal (landscape)

Angle of inclination: 10 °

Module orientation: Horizontal (landscape)
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AUFLAGER FIRST 18° (MONTIERT)
RIDGE SUPPORT 18° (ASSEMBLED)

510422

330x95x95 mm

0,568 kg

Material: Aluminium
Zertifizierung: TUV ID: 1111212485
Neigungswinkel: 18 °

Modulausrichtung: Horizontal (landscape)

330x95x95 mm

0,568 kg

Material: Aluminum

Certification: TUV ID: 1111212485
Angle of inclination: 18 °

Module orientation: Horizontal (landscape)
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